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MAXIMUM CHARACTERISTICS
Application:

Type 2 AC surge protection device with replaceable module offers bidirectional
silicon avalanche suppression diode technology and is typically installed to
protect 120Vac power supplies from over-voltage caused by transients.
Equipped with visual status indication and electrically isolated "Form C" dry
contacts to allow remote monitoring.

ELECTRICAL Performance:

Tested to: UL 1449 3rd Edition

SPD Type: Type 2 Component Assembly VZCA2, VZCA8

Number of Ports: Single port device (L-N)

Technology: SASD

Nominal Ogeratlng Voltage Un: 120Vac

Maximum Continuous Operating Volta%A(MCOV) 150Vac

Nominal Discharge Surge Current In:

Max Discharge Sur{e Current Imax(8/20us) 10kA

Voltage Protection Level(VPR): < 500

Short Circuit Current Rating(SCCR): 22kA

Leakage Current : <10pA

Response Time: < 5ns

Status Monitoring: Visual Indication; Black = Normal, Red = Replace
Contact Switch = NC, COM, NO

Contact Rating (Max Switching Current): 1A, 125 Vac

Testing:
6kV/3kA Combination Wave: VPR: 500V

MECHANICAL:

Location: Indoor only

Mounting: Fixed 35 mm DIN rail

Dimensions (HxWxD): 90mm x 18mm x 67mm (3.54" x .70" x 2.66")
Weight: 0.33 kg (0.74 Ib)

Maximum Wire Size: 16mm? (stranded) 25mm (solid) (4-6AWG)
Stripping Length Terminals: 10mm (0.375")

Torque Terminals: 4.5Nm (3.3 ft-Ib)

Maximum Wire Size Contacts: 1.5mm? (16AWG)

Stripplng Length Contacts: 6-7mm (0.25")

Torque Contacts: 1Nm (0.75 ft-Ib)

ENVIRONMENTAL.:

Operating Temperature: -40° to +70°C

Relative Humidity: < 95% non condensing
Enclosure IP code (IEC EN 60529): IP20
Housing Inflammability Rating: FRNC-UL94 V-0
RoHS Compliant
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