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MULTIMEDIA NMODULATORS

MODELS HMM-3 : HMIM-10H : 6203-1

The HMM-3 and HMM-10H are microprocessor-controlled agile modulators (CATV ultraband and UHF)
developed to add satellite, VCR, DVD or security video channels to an existing home distribution system.

The HMM-3 accepts three audio/video input sources
and modulates to three different non-adjacent channels
that are combined into a single output.

High-Output (25 dB)

MODEL HMM-3 Push Button Programming

oMo N T N W N w Non-Volatile Memory
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LED Front Panel Display

Built-In Combiner - Providing a Single Output

Switchable Video Impedance (For Loop-Thru)

The HMM-10H accepts one audio/video input source
and modulates to a single RF output.
High-Output (25 dB)

Push Button Programming

MODEL HMM-10H Non-Volatile Memory
RF AUDIO VIDEO DC12VIN LED Front Panel Display
OUTPUT R L IN 300mA
@gx Switchable Video Impedance (For Loop-Thru)

OHMS

The 6203-1 Video RF modulator is designed to convert
the separate audio and video signals (from a video
camera, computer, portable VCR, or satellite receiver,
for example) into VHF TV signals that you can view on

MODEL 6203-1 aTV set.
T = - Output: CH 3/4 Selectable
j F-Connector
\C 120V VIDEO AUDIO TOTV ANTIN
60HZ/4.5W __IN IN
T — Input: AV Baseband

Antenna: Loop-thru
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HOME CONSUMER PRODUCTS

SERIES MULTIMEDIA MODULATORS

SPECIFICATIONS

Frequency Range

470 - 860 MHz 470 - 860 MHz

Output Channels

CATV: 65 - 135 (excluding 95-99), UHF: 14 - 78 | CATV: 65 - 135 (excluding 95-99), UHF: 14 - 78

Output Level

25 dBmV (15 dB Adj.) 25 dBmV

Frequency Stability

VIDEO

Input Level (Min.)

PLL Crystal Stabilized +5 kHz

PLL Crystal Stabilized +5 kHz

1V p-p (for 87.5% Modulation) 1V p-p (for 87.5% Modulation)

AUDIO 3 1
CONNECTORS
Video In, Audio In RCA RCA
RF Output 7 F
Power Requirements 117VAC, 60 Hz, 12 W 117VAC, 60 Hz, 12 W
Operating Temperature 0° to 50° Celsius 0° to 50° Celsius
Dimensions 5.5"x3.25" x 1.15” 3.5"x3.75" x 1.15”
Weight .6 Ib. 45 |b.
SINGLE MODULATOR INSTALLATION
Off-Air or CATV
------------- -_—
HMM-10H R i
|:| [~ | MODULATOR | RFOut 7\ -
! Video In / Audio In Se-oo oo
DVD Splitter Splitter e To Other
TV Sets
TRIPLE MODULATOR INSTALLATION
Off-Air or CATV
DVD |:| PR
| e TV
B HMM-3 3 P
Sat. MODULATOR f---------(  )-----
Receiver I:l S o oo
— | 3Video In/ 3 Audio In R
Camera Splitter Splitter "~~~ _ To Other
TV Sets
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