
PV200

DESCRIPTION
• Works with all PerfectVision RidgeLoc Universal F feedthrough 
_connectors and all SignalLoc Universal F feedthrough connectors as well 
_as PerfectVision 11 Series connectors. 
• Fixed plunger tip (non-adjustable) is factory set for the correct 
_compression length. 
• Saddle style rear connector support allows easy connector insertion and 
_removal without spring style jaws or moving parts. Easy insertion, Easy 
_removal. 
• Rotating head allows use with PerfectVision 11 Series compression 
_connectors without any adjustment. 
• Compact design for easy use by technicians. 
• Frame and wear surfaces are manufactured from steel for long life.  
• Color coded plastic handles with ergonomic hand fit. 
Note: Compression closed distance is measured from the connector post 
face (reference plane) to the rear of the connector compression shell 
(housing).

DIMENSIONS
Length:
Width:  
Height:  
Volume:
Weight:   

7.2 in
2.5 in
1 in
18 cubic in
0.9 lbs  

F CONNECTOR COMPRESSION TOOL

CASE
Length:
Width:  
Height:  
Volume:
Weight:  
Quantity:

11 in.
11 in.
8 in.
968 cubic in.
38.6 lbs.
40 each

ALL PRODUCT, PRODUCT SPECIFICATIONS AND PRODUCT DATA ARE SUBJECT TO CHANGE WITHOUT NOTICE TO IMPROVE RELIABILITY, FUNCTION, 
DESIGN, PERFORMANCE OR OTHER ASPECTS OF OUR PRODUCTS.


