
PVFWC

FLAT JUMPER CABLE FOR WINDOWS & DOORS
In-Line Splice Connector for High Frequencies

- True coaxial cable: 18 db return loss @ 2150 mhz
- Electrical specs do not degrade with bending, impact or temperature
- Higher connector-cable holding force: greater than 60lbs.
- Thinner cable: less than 3mm
- High center conductor holding f connectors: greater than 150g
- Impact durability: 50,000 impacts (with no electrical degradation)
- Shape retention: employs a metal structure to hold sharper bends
- Weather seal: Included on outdoor connector for moisture protection
- Meets all SCTE requirements
- DIRECTV™ approved
- UL listed

Frequency Range:
Insertion Loss:
Return Loss:
DC Loop Resistance:
Temperature Range:
Connector Holding Force:
Coax Center Holding Force:

5 MHz
0.2 dB
20 dB

0.3 ohms
-40°C to +80°C

>60lbs.
>150g

The PVFWC Flat Window Jumper is a rail-protected coaxial cable jumper assemblies for use 
in doors and window jams when drilling through walls is not permitted. The patent pending 
rail system protects the precision teflon coaxial cable from deformation due to bending or 
repetitive impact within a window or door frame.

PERFORMANCE

DESCRIPTION
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3 MHz
0.8 dB
18 dB


