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All-in-One Dual USB
Wi-Fi Smart Outlet
with Night Light

Point your phone’s camera at this code
or search your phone’s app store for “K Smart”

amazon alexa

Model:KX-XS-US-005

% Specifiation

2 Wall Outlet Dual USB Charger

@&

Materia| PC+ABS Flame retardant grade VO

Receptacle Rating 15Amp, 125V AC

USB Rating Two USB ports with total 2.4Amp,5V DC

Operating Temperature | -4 to 140°f (-20 to 60°C)

Wire Terminals #14-#10AWG

0.5inch (back wire holes), 1 inch (screw terminal)

Strip Length

% About this product

This innovative product makes it easy to add
smart features to your home. Installation is easy
using the dedicated K Smart App, and you can
control the product using Amazon Alexa.

This product combines smart outlets, USB
charging, and a sensor-equipped nightlight to
fransform a simple power socket into an
intelligent power management system that uses
your home's own Wi-Fi (2.4GHz) signal.
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% Wiring Diagram

Black wire

=-Receptacle
WHITE

15 Amp 125VAC 60Hz
3-USB Ports White wire
Total of 2.4 Amp.5VDC
Power/Reset Button
GR
Green wire

Before starting, turn off the circuit breaker and test to make sure
there is no power through the line.

Remove old outlet if necessary. Then, connect the new outlet as
shown above.

Attach the outlet using the included screws.

Insert the faceplate carefully, making sure the prongs on the
faceplate line up with the slots on the outlet.

Attach the faceplate with the short screws provided.
Turn on the breaker and test the outlet thoroughly.
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% How to Use This Outlet
1. Basic Installation

* Open the app. You should see the outlet in the device list. Tap to
configure the outlet.

2. Wi-Fi Connection

* Your phone must be connected to your home Wi-Fi network to
configure the outlet.

Press the power button on the outlet itself. The light should flash
quickly. If it doesn't, press and hold the power button for 3
seconds.

On the app, press the “ADD DEVICES" button and choose the
smart outlet.

Tap the button that says "CONFIRM INDICATOR RAPIDLY
FLASHING. Then, enter your Wi-Fi password.

It can take up to a minute for the configuration to complete.
Enter a name for the outlet (like "Living Room”) to finish the
installation.

.

2. Operation

* Tap the name of the outlet (like “Living Room") in the device list
to control it.

Tap “USB" to turn on power to the USB ports.

Tap “Strong Power" to turn on power to the outlets.
Tap “Lamp™ to turn on the indicator light.

Tap “Master” to turn the entire outlet on or off.

Tap “Timing" to set a schedule for this outlet.

.
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% How to Use This Outlet
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* Adding an Alexa Skill

® Launch the Alexa app on your phone.

o Select”Skills"in home menu of Amazon Alexa.
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Please sign in .
: 363849975@qq.com
Do you allow alexa
=7 connect your
> —» | account?
B - |

o Click on the App(K Smart) and press ENABLE to link Alexa.

&
==
>

Once the K Smart App has been linked to Alexa, you can
control any function of your outlet. Note: if you have renamed
the outlet in the K Smart app, it may not appear in the Alexa
app unless the Alexa app can recognize the name.
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% Warning

The Smart Outlet carries the same shock risk as any other
outlet. Be careful when installing or using it!

Only use the outlet indoors in a dry environment.
Make sure all plugs are fully inserted and firmly attached.

Do not exceed the electrical rating of your home's wiring. If
you don't know the electrical rating, consult an electrician.
Do not use this plug with aquariums or in bathrooms or
kitchens.

Do not connect this plug to a generator or inverter.

Do not connect USB devices with a combined draw of over
12 watts through the USB ports, as they may not charge
completely.

Do not connect life-saving medical equipment
to this plug!

For questions regarding proper use,
call Solid Signal at 877.312.4547.

ELECTRIC
SHOCK
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Certificate

Product name: _2 Wall Outlet Dual USB Charger

Receptacle Rating: 15Amp.i2svac

Model: Kx-xs-Us-005

Technical specification is according to ANS/UL std.498 and
Csa Std C22.2 NO.42 standard.

This product is qualified according to the delivery inspection

Date of
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Warranty card

Signal Group, LLC warrants each new unit to be free from
defects in materials and workmanship and to perform under
normal use and service.

Signal Group, LLC will, at its option, repair or replace any unit
that is defective in materials or manufacture within one year
after purchase.

This warranty is in lieu of all other express warranties, and the
implied warranty of merchantability is limited to one year from
purchase. This warranty does not cover the cost of installation,
removal, or reinstallation, or damage resulting from misuse,
abuse, or improper or incorrect repair, or damage from
improper wiring or installation.

This warranty does not cover incidental, or special damages. The
purchaser assumes and will hold harmless Signal Group, LLC in
respect of all such loss. Signal Group, LLC's liability on any claim
for damages arising out of or in connection with the manufac-
ture, sale, installation, delivery, or use of the unit shall never
exceed the purchase price of the unit.

For further information regarding warranty policies, visit
www.solidsignal.com or call 877.312.4547
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